
Potentiometer replacement on SCP machines 
 
 
Unplug the machine from the mains.  
Wait 5 min for capacitors to discharge. 
 
Remove the plastic cover (two hexagonal socket screws on each side of the cover).  
Remove the potentiometer knob by unscrewing the small brass screw as shown below: 

 
Remove the Hexagoanal nut as described and remove the potentiometer by passing it through the hole. 
 
 

 
 

             
 
 
 
 
 
 
 
First perform a test by changing the potentiometer, only from the connector if your extension has one.  
 

 
 
 
Follow the cable after removing the clip that holds the cables as shown: 
 
 
 
 
 
 
 
 
 
 
 

 
 



 

          SCP machines hood opening 
 
Unscrew  without pulling out screws 1 with Allen kee 1/8 » or metric size n°3, if you loosen the nut with the 10" 
wrench. 
Remove screw and nuts 2,3,4. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Remove the three screws with a metric Allen wrench n°4 and remove the plate 
 
 
 



 
 
 
 
 
                                                    On some models, you will need to unscrew 3 more screws 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Unscrew and pull out the earth cable. It does not exist if your machine is equipped with last generation of cards. 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Unscrew and remove yellow/green earth wire; This operation is not necessary with last generation of cards. 
 
Pull back gently the plastic hood without breaking the part still hold by the screw 1 and the tension knob 
 

        By following the cable, you can see where the regulator is connected to the circuit board. 
        Disconnect the old cable, and connect the new potentiometer to the same location as the old one. 

 
                           When reassembling, take care not to trap the wires between the cover and the frame! 

 
 

 
Screw the knob back on with the mark at position 0 of the potentiometer. 


